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High Gear Low Gear

Design Features
• 10 Year Warranty

• Elevating screw is fully encased 
in a rechargeable powder coated 
grease tube. 

• Legs are completely sealed and all 
shafts have seals to keep moisture 
out.

• Double "D" style shaft allows 
crank force to go directly into the 
gearbox, not torquing the bolt.

• Gearbox is completely fi lled low 
temperature grease.

• Austempered ductile iron gears 
will not wear out. 

• Reinforcing strap at the bottom 
of the upper housing for added 
strength.

• Available in all shoe styles.

Maximum Static Load Rating*
200,000 lbs

Rated Lift Capacity:
70,000 lbs

Side Load Capacity*:
33,000 lbs per set

*When properly braced on a trailer.

Gear Ratio
Low Gear: 32 Turns = 1˝ Travel
High Gear: 3.5 Turns = 1˝ Travel

Capacities & Ratings
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Gear Side Leg Only - R 

Non-Gear Side Leg Only - L 

14 - 14˝ Travel

17 - 17˝ Travel

19 - 19˝ Travel

Mounting

Style
Footwear TravelLeg SpeedSeries

A45

Crank Handle

Example : C10592.1

Standard- C10592

Sidefold - C10591

Length

1 - 5¼˝

2 - 8¼˝ (Standard)

3 - 10½˝

4 - 17¾˝

5 - 14¾˝

Sidefold Standard

Length Length

14˝

From End of 
Input Shaft

From End of 
Input Shaft

D

Travel

Shoe Style
C

Upper 

Hsg.

T, T2, G, G1 T1, T3 G3, G8

Extended Retracted Extended Retracted Extended Retracted

14 42 ⅝˝ 28 ⅝˝ 40 ⅛˝ 26 ⅛˝ 39 ¾˝ 25 ¾˝ 21 15⁄16˝

17 48 ⅝˝ 31 ⅝˝ 46 ⅛˝ 29 ⅛˝ 45 ¾˝ 28 ¾˝ 24 15⁄16˝

19 52 ⅝˝ 33 ⅝˝ 50 ⅛˝ 31 ⅛˝ 49 ¾˝ 30 ¾˝ 26 15⁄16˝

9˝

1.0˝

2.25˝ typ.

C
Upper

Housing

B
Extended

A
Retracted

D
Travel

Travel Dimensions

21/32˝ Dia

7.5˝
Cross Shaft

Note on Determining Length:
Inside Mount= Frame Width - 19.5˝
Outside Mount= Frame Width - 7.6˝

Mount Style
Inside Mount - B10363

Outside Mount - B10066

Overall Length (in)
Standard Inside Mount =  56.5˝
Standard Outside Mount = 68.4˝

Example: B10363.56.5

Length

Outside Mount - 0

Inside Mount - 1

Cross Shaft
Length

Frame Width
4.5˝ 4.5˝

Cross Shaft
Length

Frame Width
10.3˝ 10.3˝

Cross Shaft
Length

Frame Width
10.3˝ 10

Cushion Foot

G G1 G3 G8

10˝x10˝ 12˝x12˝ 10˝x10˝ 12˝x12˝

2.8
5.7˝

Low Profi leStandard

Sand Shoe

10˝x12˝
Low Profi leStandard

10˝x10˝10˝x10˝ 10˝x12˝

T T2 T1 T3

1.5˝
4.5˝

T T2 T1 T3

˝

Crank Hanger

B10261

2.75˝

1.0˝

.75˝


